LED GROW LIGHT electrive
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Precise Control
0-10V dimming
control for individual
fixture or fixture
group dimming
control( daisy chain
via RJ11 cable)

SNAP
ON/OFF!

- Patented Design

« One-click snap-on assembly, easy to install and upgrade.

« Dimmable upto 100 fixtures via daisy chain.

« Sustainable packaging to minimize packaging and transportation cost.

+ Adjustable hanging cable, adaptable to different stage of the grow cycle.

+ Robust mechanical and electrical connection for product reliability.
«Independent external driver,easy installation and upgrade.

« Separable modular design, customizable to unique cultivation requirement.

+ Modular design to maximize selling configuration while minimizing redundant
inventory.

IP65

Waterproof

Application

(Suitable for flowering growth.)
+Indoor Farming

« Vertical Farming

Features & Benefits

« Constant current driver, durable life

« Full-spectrum, similar to sunlight, higher crop yield

« IP65 waterproof rating, suitable for high humidity application

« 0-10V dimming

« Flicker free

« Suspension and ceiling mounting option, mounting height 6" - 48"
« Application environment: indoor cultivation



electrivy

LED GROW LIGHT

800W PPE 2.8umol/J

Dimension Drawing Spectral Distribution
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THD <20% - o 580
Driver Surge protection 6KV o Wavelength (nm)
Dimming 0-10V 1042 )
LED Type 3000K+5000K 660nm+730nm(Samsung/Seoul Diodes) i
20 PPFD Reading -- 4FT to 4FT area
Housing Aluminum Alloy h r
Housing Color Silver 1006 1122 1150 1188 1172 1146 1118 1035 999 1156 1225 1273 1268 1228 1161 1030
Heat Output 2608 BTU 1096 1197 1275 1359 1328 1303 1201 1117 1147 1302 1442 1551 1456 1472 1329 1178
0perating Temperature 10 400C Length (L) 1045mm(411") 1119 1240 1248 1130 1199 1416 1430 1213
: o Width (W) 1042mm (41.0") 1087 1281 1261 1102 1169 1423 1457 1199
Operating Humidity 10%-90% RH
Height (H) 140mm (5.5") 1095 1270 1270 1118 1188 1443 1460 1207
Storage Temperature -25~60°C
1111 1258 1246 1128 1236 1436 1416 1259

Storage Humidity

10%-90% RH

- Recommended Application 1097 1185 1289 1353 1333 1310 1179 1113 1139 1335 1453 1542 1528 1468 1300 1153
Warranty Time 5years 1010 1115 1127 1175 1152 1119 1102 1014 980 1134 1223 1289 1261 1197 1164 1006
VU EV = [4-5FT wide benches,4-6 in from cano
NS (e, 14.7Kg/32.41LBS = . ik 0.6m 24" 0.45m 18"
footprint 6x6FT Flowering,7x7FT Vegetative
G.W (KQ) 16.7Kg/36.82LBS i & g 996 1265 1335 1460 1438 1327 1235 1001
] ] 3 footprint 6x6FT Flowering, 7X7FT Vegetative
Packing Dimension(mm) 1162*245*310mm 1093 1445 1690 1829 1807 1680 1446 1129

Performance Data

Input Voltage

Input Power

GL8-H10-800-A66-A1D

100-277Vac 800w 2214pmol/s

2.8umol/J Yes Yes
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