EZ-8
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FEATURES

1000 W
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EZ-8

2700 ymol/s

5'x5',6'x 6' coverage.

Full-spectrum light, from seed to harvest.

High PPF -- 2700 pmol/s.
Daisy chainable -- up to 75 lights.

Dimmable -- OFF / 40% / 60% / 80% /100%.

Easy installation -- plug & play.
Tested 1000 W power consumption.
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Efficacy

Original Osram LEDs

Net Weight

30.81b /14 kg

Spectrum

VA1

AC Input Voltage

120-277 V AC, 50/60 Hz

Light Qutput PPF

2700 ymol/s

Efficacy

2.7 ymol/J @ 277 V AC

AC Input Power

1000 W @ 277 V AC

Thermal Management Passive
Max. Ambient Temperature 104°F/40°C
Dimming 0-10 V Dimmable
Total Harmonic Distortion (THD) < 25%
Warranty 3-Year Standard Warranty

2.7 ymol/J
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SPECTRUMS
320 440 560 680 880
Wavelength (nm)
ELECTRICAL PARAMETERS
Model EZ-8

AC VOLTAGE 120 V 240 V 277 V
PowerFactor > 0.9

AC Current 8.8 A | 4.4 A | 3.8 A

AC Power 1000 W £ 10%

*At77°F (25°C) ambient temperature

PPFD (PARMAP)

1.2Mx1.2M/5FTx5FT

238 425 270

458

750

470

477 850 930 545

585 1172 536

290 780 377

Height = 12"/ 305 mm
EZ-8 1000 W 2.7 ymol/J

12Mx1.2M/5FTx5FT

501 658 480

658

786

585

656 781 833 721

487 761 536

403 582 470

Height = 24" / 609 mm
EZ-8 1000 W 2.7 ymol/J
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EZ-8

PAR VALUE (pmol/m?/s)
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EZ-8 1000 W 2.7 ymol/J
DIMENSIONS
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42.05" (1068 mm)
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4.75" (120.7 mm)
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5.34" (135.6 mm)

PACKING INFORMATION

Carton Dimensions

(L x W x H) Gross Weight

L-1330 x W- 300 x H-205 mm

(52.36" x 11.81"x 8.07") 37.031b/16.8 kg
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