
FEATURES

Net Weight

2.7
µmol/J C US

E516472

Fold-8

Full spectrum -- from seed to harvest.
Efficacy up to 2.7 μmol/J, high PPF up to 1944 μmol/s. 
Easy to install -- just plug and play.
Top-shelf Osram red chip.
Dasiy chainable.
True 720 W power consumption.

Fold-8     1944 μmol/s     720 W     Original Osram LEDs     2.7 μmol/J

SPECIFICATIONS

Spectrum
AC Input Voltage
Light Output PPF

Efficacy
AC Input Power

Thermal Management
Max. Ambient Temperature

Dimming
Total Harmonic Distortion (THD)

Warranty

27.56 lb / 12.5 kg
V1

120-277 V AC, 50/60 Hz
1944 μmol/s

2.7 μmol/J @ 277 V AC
720 W @ 277 V AC

 Passive
104 °F / 40 °C

0-10 V Dimmable
≤ 25%

3-Year Standard Warranty
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Model
AC VOLTAGE
PowerFactor
AC Current
AC Power

Fold-8

320     440       560         680          880
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Height = 12'' / 305 mm
Fold-8  720 W  2.7 μmol/J

Height = 24'' / 609 mm
Fold-8  720 W  2.7 μmol/J

720 W ± 10%

240 V 277 V120 V

6.3 A 3.2A 2.8 A

1.2 M x 1.2 M / 4 FT x 4 FT 1.2 M x 1.2 M / 4 FT x 4 FT
4’ x 4’

3’ x 3’

2’ x 2’

1’ x 1’

4’ x 4’

3’ x 3’

2’ x 2’

1’ x 1’

SPECTRUMS

PPFD (PAR MAP)

ELECTRICAL PARAMETERS

Wavelength (nm)

Fold-8



12 1319

1033

861

744

672

641

Fold-8  720 W  2.7 μmol/J

34.83 lb / 15.8 kg

Carton Dimensions
(L x W x H) Gross Weight

L-1250 x W-180 x H-675 mm
（49.21" x 7.09"x 26.57"）

46.46” (1180 mm) 2.76” (87.5 mm)

44.88” (1140 m
m

)

DIMENSIONS

PAR VALUE ( µmol/m²/s )

PACKING INFORMATION


