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Mini Sun-2

2.8
μmol/J 0-10V

DIMMABLE

3
YEAR



FEATURES
Rack / Grow tent LED Grow Light for hobby growers.

Full cycle V1 spectrum for better yields.

Compact, best for 2’×2’, suitable for 2’×4’ and 4’×4’ etc.

High PPFD of 2385 @ 6’’ in height, efficacy is up to 2.8 μmol/J, and PPF is up to 896 μmol/s.

Built-in- Controller with timer and dimmer knob on board.

Easy to read LCD display.

Better heat dissipation design with aluminum heatsink. 

Daisy chainable with RJ cords for large scale growing.

Compatible with TSC-2 / GLC-1 and 0-10 V dimming controller.

Low heat output without damaging plants.

SPECIFICATIONS

 
120-277 V AC, 50/60 Hz

≥ 0.9

V1

Passive

104 °F / 40 °C

0-10 V Dimmable

≤ 25%

> 50,000 hours   |  3 Year Standard Warranty  

320 W

896 μmol/s 

2.8 μmol/J @ 277V AC 

19.84'' x 15.87" x 2.64"
L - 504 x W - 403 x H - 67 mm

6 ± 0.2 kg / 13.22 lb

AC Input Power ( @ 277V AC )

Light Output PPF  

Efficacy

Dimensions

Net Weight 

Spectrum

AC Input Voltage 

Power Factor

Thermal Management

Max. Ambient Temperature

Total Harmonic Distortion (THD)

Dimming

Lifespan | Warranty     

Mini Sun-2Model

AC Current 3.7 A ( @ 120 V AC ) 1.9 A ( @ 240 V AC ) 1.6 A ( @ 277 V AC )

Mini  Sun-2



SPECTRUM

 

Mini Sun-2 supports the mainstream control systems (0-10V) in the market. Con-
nect the power cords with the controller, and the fixtures separately, connect the 
controller and fixtures with RJ cable, set the dimming knob at"EXT", then the 
external controller controls the fixtures.

DIMMING KNOBTIMER KNOB

CONTROL METHOD
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Mini  Sun-2
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Height = 6'' / 152 mm
Mini Sun-2  320 W  2.8 μmol/J

Height = 12'' / 305 mm
Mini Sun-2  320 W  2.8 μmol/J

1.2 M x 1.2 M / 4 FT x 4 FT 1.2 M x 1.2 M / 4 FT x 4 FT
4’ x 4’

3’ x 3’

2’ x 2’

1’ x 1’

4’ x 4’

3’ x 3’

2’ x 2’

1’ x 1’

PPFD (PAR MAP)

2385

1748

806

483

Mini Sun-2  320 W  2.8 μmol/J

PAR VALUE ( µmol/m²/s )

6”

12”

24”

36”

0”



DIMENSIONS

PACKING INFORMATION

Mini Sun-2

580 mm  22.83“

475 mm  18.70”

125 m
m

  4.92“

67 mm  2.6”

403 mm
15.86“

504 mm  19.84“

CONTENTS

1 LED Grow Light

1 User Manual

2 Stainless Steel Hanging Kits

1 Power Cord ( 6 ft / 180 cm )

1 Power Adapter

1 RJ Cord

1 Sticker

15.43 lb  /  7 kg

Carton Dimensions
(L x W x H) Gross Weight

L-580 x W- 475 x H-125 mm
（22.83" x 18.70"x 4.92"）


