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Smart-8
The Medic Grow Smart-8 is daisy chainable and distributes balanced, full-spectrum 

light anywhere from 100% to 40% while maintaining high efficiency. With broad 

vegetative 4000K and flowering spectrum distributions, Smart-8 is uniquely capable 

of delivering both of these spectrum settings at full power.



FEATURES

Screen

Built-in controller

Smart-8

Outstanding efficiency.
Full-cycle growing spectrum.
Enhanced 660 nm red encourages blooming and fruit.
Low-energy and no-heat output settings.
Coverage for 4' x 4' and 5' x 5' grow tents.
Fanless design to avoid noise.
Plug and play.
Onboard dimming function.
Daisy chain function.

Smart-8    2052 μmol/s     760 W     Original Osram LEDs     2.7 μmol/J

SPECIFICATIONS

Spectrum
AC Input Voltage
Light Output PPF

Efficacy
AC Input Power

Thermal Management
Max. Ambient Temperature

Dimming
Total Harmonic Distortion (THD)

Warranty

29.54 lb / 13.4 kg
V1 and F1

120-277 V AC, 50/60 Hz
2052 μmol/s

2.7 μmol/J @ 277 V AC
760 W @ 277 V AC

 Passive
104 °F / 40 °C

0-10 V Dimmable
≤ 25%

3-Year Standard Warranty

Press button to switch
Spectrum from V1 to F1

Built-in 0~10V dimmer
with 40~100% onboard
dimmer knob

Net Weight



SPECTRUMS

PPFD (PAR MAP)

700 W ± 10%

Model

AC Voltage
Spectrum

PowerFactor
AC Current
AC Power

120 V
V1 (700 W) F1 (760 W)

240 V 277 V
＞ 0.9

6.14 A 3.24 A 2.81 A

Smart-8
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760 W ± 10%

120 V 240 V 277 V
＞ 0.9

6.67 A 3.52 A 3.05 A

856 1347 919

1153 1278 1011

1280 1301 1224

1289 1283

905 1085 1130 1197 1206 1195 1100 870 791

1352 1323 1300

1279 1381 1295

1103 1358 1030

892 1309 815

1270

825 1017 693

995 1013 895

1067 1070 976

1087 1071

950 990 1034 1086 1075 1042 950 921 855

1017 1110 1002

911 1071 967

849 1106 936

821 996 846

1091

Height = 12'' / 305 mm
Smart-8  760 W   F1  2.7 μmol/J

Height = 24'' / 609 mm
Smart-8  760 W   F1  2.7 μmol/J

1.2 M x 1.2 M / 4 FT x 4 FT 1.2 M x 1.2 M / 4 FT x 4 FT
4’ x 4’

3’ x 3’

2’ x 2’

1’ x 1’

4’ x 4’

3’ x 3’

2’ x 2’

1’ x 1’

ELECTRICAL PARAMETERS

Wavelength (nm)Wavelength (nm)



12 1678

1429

1242

1225

1065

918

33.3 lb / 15.1 kg 

Smart-8

Smart-8  760 W  2.7 μmol/J

43.23” (1098 mm)
3.07” (78.1 mm)

45.55” (1158 m
m

)

Carton Dimensions
(L x W x H) Gross Weight

L-1169 x W-200 x H-665 mm
（46" x 4.87"x 26.2"）

DIMENSIONS

PAR VALUE ( µmol/m²/s )

PACKING INFORMATION


